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High Temperature

�Poly-PBT Filter Cartridge with 
Polyester Microfiber media

PBT Pleated Filter Cartridge with Polybutylene terephthalate Micro-fiber Media. The PBT pleated filter is 
made of PBT non-woven media with all PBT support material, which offers high temperature and excellent 
chemical resistance ability. The multi-layers of PBT melt-blown media provide good performance of liquid 
filtration and also ensure high flow rate, high dirty holding capacity and low-pressure drop. The PBT pleated 
filter is suitable for general filtration applications in combined with high temperatures and solvent-based 
application, which requires high filtration efficiency and high temperature resistance.

 Features & Benefits

•• Low pressure drop, high capacity of dust and long service life.

•• End caps and connectors sealed by thermal bond, free of binder

•• Manufature in clean room, high clean catridge.

•• Pre-flush with 18 Megohm-cm DI water.

•• �All PBT material construction assures high temperature resistance and good chemical resistance, which
are suitable for a wide range of applications.

•• End configurations to fit all standard housings

Operation conditions

•• �Maximum operating forward pressure:
120°C: 1.0 kg/cm2

60°C: 1.5 kg/cm2

20°C: 2.5 kg/cm2

•• �Recommended replacement pressure
drop: 2.5kg/cm2

•• �Maximum operating temperature:
120°C

•• Sterilization: 121°C, 30min 10 times

Applications of products

•• Oxide water and Pure water

•• Corrosive fluids and Medicine

•• Main filter for solvent-based cleaning media

•• Fine filter for hot degreasing baths

•• Final filter for hot water in special process

•• Circulation filter for thermo and transformer oil

•• Particle filter for fine chemicals and cosmetics

 Product specifications

Micron ratings: Absolute rating  0.5, 1, 5, 10, 25, 50 micron

Material of construction: Polybutylene terephthalate Meltblown Nonwovens 
Support: Polyester fiber

Core & End Cap: High Strength PBT

O-ring Material: EPDM, Buan N, Silicone, Viton, PFA encapsulated Viton 
Filtration Area: Poly PBT >0.5 m2 / 10"

Length: 10", 20", 30", 40"

Inner Diameter: 28mm

Outer Diameter:  PBT = 69mm



Ordering Information
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Efficiency of Filtration

Pleated Filter with Microfiber media

H
igh Tem

perature

PBT Initial Pressure Drop

Micron Ratings: 
0050 = 0.5micron
0100 = 1micron 
0500 = 5micron 
1000 = 10micron
2500 = 25micron 
5000 = 50micron 

O-ring Material:
E = EPDM
N = Buna N
S = Silicone
V = Viton
T = PFA encapsulated  Viton

End Cap Number: 
F = Double Open

       end (DOE)
0 = 222 /Flat (SOE) 
5 = 222 /Fin  (SOE) 
6 = 226 /Flat (SOE) 
7 = 226 /Fin  (SOE) 

A = Non-Preflush 
B = Pre-flush with        

DI water

Poly-PBT

Length:
A = shorter than 10" 
Remark the total length
1 = 10" 
2 = 20" 
3 = 30" 
4 = 40"

PBT - 0100 - E - 0 - 1 - A




